
*Higher heating value (HHV) @ 60 F, 30” Hg, dry.

0.04246
1,014.6*
23,896

mult. �
Cubic foot (ft3) CH4
Cubic foot (ft3) CH4
Pound (lb) CH4

Unit
lb CH4

Btu
Btu
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To Convert
Quarts (liquid)
Square miles
Temperature ( F)
Ton (long)
Ton (long)
Tonne (metric)
Tonne (metric)
Ton (short)

Into
Liters
Square Kilometers
Temperature ( C)
Kilograms
Pounds
Kilograms
Pounds
Tonne (metric)

Multiply
0.9463
2.590
(°F-32) x 5/9
1,016
2,240
1,000
2,205
0.907

To Convert  
Btu
Centigrade
Centimeters
Cubic centimeters
Cubic meters
Feet
Gallons 
Gallons (US)
Inches
Kilograms
Kilograms
Kilograms 
Liters
Miles
Ounces 
Pounds

Into
Kilogram-calories
Fahrenheit
Inches
Cubic feet
Cubic feet
Meters
Cubic meters 
Liters
Centimeters
Pounds
Ton (long)
Ton (short) 
Cubic feet
Kilometers
Grams
Grams

Multiply
0.2520
( Cx9/5)+32
0.3937
3.531 x 10-5

35.31
0.3048
3.785 x 10-3

3.785
2.54
2.2046
9.842 x 10-4

1.102 x 10-3

0.03531
1.6093
28.3495
453.5924

1 MMBTU = 990 SCF OF CH4
990 SCF OF CH4 = 0.019 Metric tonnes of CH4
0.019 metric tonnes of CH4 x 21 = 0.399 tonnes of CO2E
Approximately 0.4 tonnes of CO2E = 1MMBTU

CBM Resources Density
Coal Thickness (cm)
x  Gas Content (cm3/g)
x  Density (g/cm3) x 1.429
=  CBM Resource Density (MCF/acre)

CONVERT FROM: cm3/cm2 m3/ha MMm3/km2 MCF/acre MMCF/80 ac. BCF/mi2

m3/ha 0.01 1 10-4 1.429x10-2 1.143x10-3 9.146x10-6

MMm3/km2 100 104 1.00 142.9 11.43 9.146x10-2

MCF/acre 0.6997 69.97 6.997x10-3 1 0.08 6.4x10-4

MMCF/80 ac. 8.747 874.7 8.747x10-2   12.5 1 0.008

BCF/mi2 1,093 1.093x105 10.93 1,562 125 1

cm3/cm2 1 100 0.01 1.429 0.1143 9.146x10-4

CONVERT TO:  Multiply by:

Conversion Table


